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SPECIFICATIONS

* Hat Assembly: Brass area light hat and collar, aged brass finish;
polycarbonate frosted lens

» Stem: Brass area light stem, aged brass finish

* Connectors: (2) A-LOC waterproof wire connectors, (2) copper
crimps included

* Wire Lead: 36” wire lead pre-connected to the fixture, 16 awg (UL
listed), black

* Socket: G4 Bi-Pin, spring-loaded, ceramic, with dual contacts

* Mounting: Slotted 8.5” plastic ground stake, black

» Warranty: Lifetime warranty on fixture housing

* Certifications: Complies with the requirements of UL-1838 and
CAN/CSA-C22.2 No. 250.7 Identified with the ETL and cETL

listed mark

DIMENSIONS
Stem Height 21.625in (55 cm)
Hat Width 6.25in (16 cm)
Hat Height 2in (5cm)
Ship Weight 4.13 Ibs (66 0z)

WaH NG g (855) 444-8424 + www.lightingwarehouse.com

MODEL: LW-PL1 | G4 BI-PIN PATH LIGHT

DESCRIPTION
Professional-grade low voltage path and area light. Solid brass hat and stem for

durability and aesthetics. Provides circular downward lighting ideal for paths,
steps or landscape planting beds. Not recommended for installation in lawn
areas. Stake mounted. Lamp sold separately.

PRODUCT FEATURES
Material Solid Cast Brass
Lamp Type Low Voltage G4 Bi-Pin
Finish Aged Brass Finish
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